
To Order, Please Specify: 1) Model No ., 2) Voltage   

  Part No.  List Price  
Port Size 

(NPT) 
Voltage  

Power  
(W) 

Cv Features  

 
2 Way, NC 
Direct Lift Piston  
Stainless Steel 

2LS150 - 1/2 $159.40 1/2 

Voltage Options: 
1 = 12 VDC 
2 = 24VDC 
 
2A=24VAC  
3 = 110/120VAC 
4 = 220/240VAC 
(50/60Hz) 

22VA/110VAC  
4.8 

Normally Closed, 2 Way,  
Direct Lift Piston Operation 
Operating Pressure: 0 to 150 PSI 
Fluid Temperature: -5°C to 180°C 
Ambient Temperature: -5 to 55°C 
Valve Material: Stainless Steel 
Seal: PTFE, Options: VITON, EPDM 
Compatible Fluid:  Steam, Air, Inert 
Gases, Water, Liquid, etc. 

2LS200 - 3/4 $196.40 3/4 8.5 

2LS250 - 1 $245.45 1 30VA/110VAC 14 

2LS320 - 1 1/4  1 1/4 20 

 35VA/110VAC  
 

 56W/24VDC 
2LS400 - 1 1/2 $356.69 1 1/2 31 

2LS500 - 2 $515.15 2 51 

STC 2LS Series Process Solenoid Valve  
TM 

S T C 

Valve Model  2LS150 2LS200 2LS250 2LS320 2LS400 2LS500 

Valve Type  2 Way, Normally Closed (NC)    

Action Direct Lift Piston 

Port Size (NPT) 1/2ò 3/4ò 1ò 1 1/4ò 1 1/2ò 2ò 

Cv 4.8 8.5 14 20 31 51 

Orifice 15 20 25 12 15 20 

L (MM) 70 72 98 116 120 148 

H (MM) 131 137 158 177 181 207 

H1 (MM) 117 122 138 153 160 171 

Operating Pressure  0 to 150 PSI 

Operating Temperature Media: 23 to 356 °F (-5 TO 180 °C); Ambient: 23-110°F (-5 TO 45°C)   

Body Materials 304 Stainless Steel 

Seal Materials:  PTFE, Option: VITON, EPDM 

Coil Protection Insulation Class H Class IP65   

Coil Duty  100% ED  

Coil Power  22VA/110VAC  30VA/110VAC 35VA /110VAC,  56W/24VDC   

Electrical Connections DIN 

Service Air, Inert Gas, Liquid, Steam 
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2LS Series Valves Internal Components 
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